
  ATEX
  QUESTIONNAIRE

+33 1 82 88 93 70 / +32 2 808 43 58
+33 6 29 81 13 35
+33 1 82 88 93 71 / +32 2 808 43 59
BE0 897 714 412
jerome.laermans@edmolift.se

EdmoLift Solutions SPRL
40, boîte 1, devant l’Aîte
4031 – Liège
BELGIQUE

Téléphone:
Portable:
Fax:
Org. no.:
E-mail:

NOTE:
It is a requirement that EdmoLift Solutions receive information on all operating conditions in order

to confirm the ATEX classification of the lifting table.
Please fax / e-mail the enquiry to below given number / address  (Remember to sign the document)

Att:
From:	
Company:
Contact:
Telephone:
E:mail:

Product ref:
Products comments:

Date:
Sign:

Place of the lift table: Place of hydraulic power pack:

ZONE CLASSIFICATION ACC. ATEX-DIRECTIVE 1999/92/EC (GASSES & VAPOURS)

		  No Zone	 Zone 1		  Zone 2

	 Temperature class:
		  T1		  T2		  T3

		  T4		  T5		  T6

	 Gas Class:
		  IIA		  IIB		  IIC

		  No Zone	 Zone 1		  Zone 2

	 Temperature class:
		  T1		  T2		  T3

		  T4		  T5		  T6

	 Gas Class:
		  IIA		  IIB		  IIC

Place of the lift table: Place of hydraulic power pack:

ZONE CLASSIFICATION ACC. ATEX-DIRECTIVE 1999/92/EC (DUST)

		  No Zone	 Zone 21		 Zone 22

	 Max. ignition temperature for dust cloud:
	 °C

	 Ignition temperature for 5 mm dust layer:
	 °C

	 Type of dust:
		  IIA	 Combustible dust floating
		  IIB	 Non-conductive dust
		  IIIC	 Conductive dust

		  No Zone	 Zone 21		 Zone 22

	 Max. ignition temperature for dust cloud:
	 °C

	 Ignition temperature for 5 mm dust layer:
	 °C

	 Type of dust:
		  IIA	 Combustible dust floating
		  IIB	 Non-conductive dust
		  IIIC	 Conductive dust

SPECIAL DETAILS, OPERATION CONDITIONS, AMBIENT CONDITIONS / SPECIAL REQUIREMENTS:


